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BLACKBODY SELECTION GUIDE
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Above information is subject to changes without notice

and EMITTING SURFACE DIMENSIONS

> RCNV -  100 mm diameter > RCNV -  100 mm diameter 
> ECN100V -  from 50x50 mm² up to 500x500 mm² 

> DCN1000V -  from 50x50 mm² up to 100x100 mm² 

> DCN1000 VL8 -  203x203 mm²
> DCN1000 L -  from 50x50 mm² up to 500x500 mm²

> DCN1000 W2 -  50x50 mm²
> DCN1000 W3 to W7 -  from 75x75 mm² up to 180x180 mm²
> DCN1000 W12 -  300x300 mm²

Vacuum compatible blackbodies

> DCN1000 H -  from 50x50 mm² up to 100x100 mm²

> DCN1000 N -  from 180x180 mm² up to 300x300 mm²

> ECN100 N40 -  1000x1000 mm²
> ECN100 N20 -  500x500 mm²

ECN100 H6 & H12 -  150x150 mm² & 300x300 mm² >

ECN100 VH6 -  152x152 mm² >

RCN600 N05 -  12.5 mm diameter >

RCN1050 N1 & N2 -  25 mm & 50 mm diameter >

RCN1250 N05, N1 & N2 -  12.7 mm, 25 mm & 50 mm diameter >

RCN1350 N1 -  25 mm diameter >
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Click on the red label to download the corresponding datasheet

Blackbodies cooled by fluid circulation

Blackbodies cooled by air

High temperature extended area blackbodies

High temperature cavity blackbodies
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